
Street Magic®

1) The Day Runner™ will be installed along the lower edge of the 

backing from tape to check for best placement. Using 3M promoter pad 

installed. Allow promoter to dry one minute. It is a good idea to also treat the other side of the machine at this time so 

as to not allow promoter pad to dry out. 

2) Remove backing from tape on Day Runner

3)  Route wires to either Front Turn Signal or Wire Harness under Seat.

4) Repeat Steps 1-3 for 2
nd

 day runner. 

5)  Locate OEM Running Light and Ground wires. 

6) Connect Tap end of 1 Posi-Tap to Running Light

instructions below. 

7)  Cut any excess wire off Day Runners. 

8) Strip approximately ¼” of insulation off end of each Day Runners Wires.

9) Twist 2 black wires of Day Runners together.

10) Twist 2 color wires of Day Runners together.

11) Connect black wire(s) of Day Runners to Black Posi

12) Connect color wire(s) of Day runners to Blue Posi

13) Using supplied tie wraps, secure all wires.

14) Turn on bike and test operation. 

 

    

®  Day Runners™ Installation

along the lower edge of the Engine Guard. Trial fit Day Runner

tape to check for best placement. Using 3M promoter pad from kit, treat this area where 

llow promoter to dry one minute. It is a good idea to also treat the other side of the machine at this time so 

Day Runner™.  Push Day Runner™ firmly into place to fully seat tape

3)  Route wires to either Front Turn Signal or Wire Harness under Seat. 

wires.  

Running Light wire, connect Tap end of 2
nd

 Posi-Tap to Ground

insulation off end of each Day Runners Wires. 

9) Twist 2 black wires of Day Runners together. 

wires of Day Runners together. 

11) Connect black wire(s) of Day Runners to Black Posi-Tap, see instructions below. 

12) Connect color wire(s) of Day runners to Blue Posi-Tap, see instructions below. 

all wires. 

Installation 

Day Runner™ before removing 

area where Day Runner™ will 

llow promoter to dry one minute. It is a good idea to also treat the other side of the machine at this time so 

seat tape. 

Tap to Ground wire, and see 

 


