GIREET llllill Street Magic® M109 Lowering Links

Installation Instructions

Warning: This installation must be performed by a qualified mechanic. The installation requires lifting
the motorcycle, serious injury or damage can result from improper lifting and securing of a motorcy-
cle. Lowering of a motorcycle may require a short kickstand and reduced ground clearance while rid-
ing. A lowered motorcycle may also handle different, familiarize yourself with the new handling char-
acteristics.

Parts Included:

(2) Lowering Links

(1) Blue Locktite

Installation Procedure:

1) Securely place motorcycle on lift following owners manual instructions. Raise the motorcycle so
that the rear wheel is off the ground.

2) Remove the drivers seat and left side body panels. It is easier to remove the two Phillips machine
screws holding the seat latch when removing this panel. (see figs 1 & 2)

3) Remove the lower frame panel under the bike. (see fig 3)

4)Remove cover in front of drive shaft (see fig 4). Remove the bolts securing the body panel bracket.
(see fig 5)

5) Remove the bolts for the voltage regulator and move it out of the way. There is no need to re-
move this from the bike. (see fig 6)

7) Remove the bolts hold the Voltage Regulator support bracket. (see fig 7)
8) Remove the mudflap that is on the front of the lower side of the swing arm. (see fig 8)

9) Remove shock spring bolt (CAUTION: This will have some tension depending on how high you
have the rear of the bike lifted) and both stock bolts connecting the stock left side link/arm.

10) Remove the right side link/arm by putting a long extension through the front link/arm mounting
hole and attaching the socket to it once though the hole. Remove the rear bolt at this time as well.
(see fig 9)

11) Install your new lowering links, insert the OEM busing into lower link sleeve, hand tighten bolts.
Reinstall the shock spring bolt. Use supplied Blue Locktite on all bolt threads.

12) Tighten all bolts securely to OEM specifications.
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13) Reinstall voltage regulator bracket, voltage regulator, drive shaft cover and left side body panels.

14) Lower motorcycle and remove from lift, test operation of suspension before riding.

Figure 1 Figure 2

Figure 5 Figure 6
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