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PRODUCTS, INC.

Congratulations on the purchase of your new BrakeAway Motorcycle Cruise Control. At
BrakeAway Products, we are committed to your complete satisfaction. With proper installation,
use, and periodic maintenance, this cruise control is built for the long haul in more ways than one.
Please follow all of the instructions carefully to insure your riding safety and enjoyment.

PROPER USE, AFTER INSTALLATION. (The following information is to be shared
with any person who will be riding or buying any Motorcycle equipped with a BrakeAway
Cruise Control).

Always include your cruise control in your standard pre-ride inspection. Make sure the unit
engages easily, throttle should turn with little effort but remain in position on it’s own. The unit
should effortlessly snap to the disengaged position with a slight pull of the brake lever or tap of
the Manual Release Lever. The throttle should always turn freely when unit is disengaged.
Check the Cam(8) (see diagram on next page) for wear at the point of contact with the brake lever
or damage of any kind. All fasteners must be tight.

Warning! Never use this product with worn or damaged parts. All replacement parts are
obtainable by contacting BrakeAway Products Inc at (503)892-4998 or e-mail
customersevice@brakeawayproducts.com.

Once you’re on the open road and ready to cruise, reach the speed you want to maintain and let
your R.P.M.s level off. While holding the throttle still, reach with your right thumb only and
push the engage button(20) until it snaps. Your bike should now maintain your set speed on it’s
own. You can make adjustments for up or downhill grades with a slight twist of the throttle while
engaged.

To disengage the unit simply pull the front brake or push forward on the manual release lever(19)
with your right thumb until the unit snaps to the disengaged position. Always keep your cruise
control clean and free of debris, occasionally lubricate the catch pin(14) with a light grease or
chain wax.

Never forget that you maintain control even when unit is engaged. Always be aware of your
cruising speed and maintain safe distance from objects or vehicles in front of you. Never let go
of your throttle. The BrakeAway cruise control is not intended for hands free or one handed
riding, this unit was specifically designed to allow the rider to safely rest a cramping throttle hand
on the throttle.

BrakeAway Products wishes you many years of cramp free cruising, ENJOY!!!
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BrakeAway Motorcycle Cruise Control
Installation Instructions
Before you begin, familiarize yourself with the action of your throttle return spring by turning your throttle and quickly

releasing it. This action should not be effected by the installation of this cruise control. Also, correct any excessive
play in the brake lever before installation. The brake lever should move no more than 1/4” up or down at the outside end.

This BrakeAway cruise control will only mount to a 1 %" diameter, straight, cylindrical shaped grip.

Section 1: Slip Ring Attachment

1.1 Remove the four Flathead Screws(21) from the face of the Slip Ring Cover(4) with a small Phillips head
screwdriver. Remove the Slip Ring Cover(4) (Figure 1). Push the Slip Ring Collar(1) out of the Cruise
Control (Figure 2).
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Figure 1 Figure 2 Figure 3

1.2 Mounting the cruise control to your 1 %2 diameter, straight, cylindrically shaped grip
Push the Slip Ring(1) over the grip (Use dishwashing liquid for lubrication if the fit is too tight). Position
the ring as close to the switch housing as possible without touching it. Make sure the slip ring (1) runs true
and square as you turn the throttle and that it does not rub on the switch housing. Turn the four set
screws(2) into the stock rubber grip (Figure 4) so they are 1 % turns below the surface of the ring. The
screws will not be tight in the rubber grip. Do not drive the screws in more than 2 turns or they could
exit the ring on the inside and damage the grip.

Note: If you have a 1 %’ diameter grip made of solid material, you will need to tighten the screws equally
to secure the slip ring.

Figure 4



1.3 Carefully match the scallop pattern and slip the cruise control assembly over the Slip Ring Collar(1)
(Figure 5). Replace the Slip Ring Cover(4) so the screw holes line up and secure the four Flathead

screws(21) (Figure 6)
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Figure 5 Figu‘é

SECTION 2: CAM ADJUSTMENT

2.1 Rotate the Clamp(3) until the Cam Support(9) is positioned directly under the bottom of the motorcycle brake lever.
Carefully squeeze the clamp together as shown (Figure 7), until it snaps into the engaged position. Do not allow
the Cam Support(9) to push up against the brake lever or it could bend the Spring Plate(13). Make sure the
catch pin(14) is fully engaged into the hole of the spring plate(13) (See Diagram).

2.2 Hold the throttle and the engaged unit so the Cam Support(9) touches the bottom of the brake lever. Slide the
Cam(8) against the back of the brake lever and tighten the Cam Screw(10) (Figure 8). Do not over tighten or you
may strip the threads in the cam.

IMPORTANT!!!, MAKE SURE THE LOCK WASHER IS IN PLACE ON THE CAM SCREW (10) AND THE

SCREW
IS SECURE, AN UNSECURED CAM COULD CAUSE THE BRAKE RELEASE TO MALFUNCTION.

DO NOT ride your motorcycle with the Cam(8) out of adjustment. The BrakeAway cruise control is designed
to release the instant you tap your brake, before braking actually takes place.

Figure 8

Some details in the figures shown may vary slightly from the most recent design






3.6

3.7

3.8

you tighten the End Bracket Lock Screw(17). After tightening the screw, pull your brake lever to check for clearance.
The brake lever should just touch the top of the Cam(8) and completely clear the back of the Clamp(3).

NOTE: If the top of the Cam(8) is too low to achieve the position described above or If your Contoured brake lever
does not clear the Clamp at this position, you will need to add the Cam Riser and longer Cam Screw(1) supplied in
your kit. The cam riser is a small black oval shaped plastic piece 3/32" thick that will snap on to the bottom of the
Cam(8) to raise it. You will find the Cam Riser and longer screw in your wrench bag supplied in your kit. To add the
Riser; remove the brake pivot nut, loosen the Swivel Lock Screw(15) and move the Swivel to access and remove
the Cam Screw(10) and the Cam(8). Snap the slotted side of the cam riser on to the bottom of the Cam(8) and
reinstall it on the Cam Support(9) using the longer Cam Screw(10) supplied. Re-adjust the Cam(8) position as
described in section 2.2. and the Cam(8) height as described in this section 3.3)

IMPORTANT! Use only the cam riser to raise the cam. Using other objects such as washers to raise the
cam could allow the cam to work loose resulting in brake release failure.

Check the operation of the throttle return at this time. It should return normally with no restrictions. Engage

and disengage the cruise control 3 or 4 times by squeezing the Clamp together as shown (Figure 14) and

then releasing it with the Manual Release Lever(19). Adjust the position of the Clamp Ring(18) until it is aligned
and centered in the groove of the Slip Ring(1). Check the throttle return again, it should return normally without
restriction.

Figure 13’ o -Figure 14

Tighten the Slide Lock Screw(16)(Figure 15). Make sure the Swivel(5) and the Slide(6) stay in position as you
tighten the screw.

Turn the throttle and engage the cruise control by pushing forward on the Engage Button(20) (Figure 16) The hole
in the Spring Plate(13) should easily snap to full engagement with the Catch Pin(14). Be careful not to touch the
Manual Release Lever(19) while engaging the cruise control.

Turn the throttle back and fourth a few times with the cruise control engaged, throttle should turn with moderate
resistance and stay in position when you let go of it.

Figure 15 Figure 16



IMPORTANT NOTE !!!

The Cam(8) or the Cam Support(9) should not make contact with the brake lever during engagement. This
will interfere with the unit becoming fully engaged. The Cam Support(9) should rest just under the brake
lever. The Cam(8) should rest just behind the brake lever at full engagement.

If the engagement is hard and nothing is hitting the brake lever, reposition the clamp slightly toward the back of the
bike. This will give the push button(20) some movement and help the hole in the spring plate reach the catch pin
with less effort.

3.9 Engage the cruise control and check the space between the Cam(8) and the brake lever. The space should not
exceed 1/16”. Pull the front brake lever, this should push down on the Cam(8) and release your cruise control
easily and quickly without binding or hesitation. The brake lever should clear the Clamp(3) even if you push down
On it. The brake lever should release the cruise control even if you pull up on it.

Warning! If the brake lever is sharp where it makes contact with the Cam it may cut into the Cam causing the
brake release to malfunction. If you experience this problem you will need to file a small radius on the bottom of
your brake lever at the contact point of the cam. If you do not wish to file your brake lever, you may return the
otherwise undamaged unit to BrakeAway Products for a full refund. DO NOT use this product without correcting
this condition.

3.10 With the cruise control in the off position check the throttle return, it should return normally with no hesitation or
bind. Binding of the throttle is usually caused by something in the installation being twisted or misaligned. The
goal is to Have the disengaged Clamp(3) suspended loosely around the Slip Ring(1) when everything is tight.
If the throttle return binds, even slightly follow the troubleshooting guide below.

Troubleshoot binding in this order until throttle snaps back:

1. Gently, slowly and very slightly turn the Slide(6) with a 1/2” open end wrench, clockwise first then counter
clockwise while checking the throttle return. Try to find a position where the throttle returns freely. If this works,
then hold the Slide(5) with the 1/2” open end wrench and retighten the End Bracket Lock Screw(17).

2. Loosen the Slide Lock Screw(16). With this screw loose, the Swivel(5) should move freely on the Slide(6). If it
doesn't, then turn the Slide(6) with a 1/2” open end wrench until the two pieces are not in a bind. Reposition the
Clamp Ring (18) so it is straight and centered in the groove in the Slip Ring(1). Retighten the Slide Lock
Screw(16).

3. Loosen and retighten the Brake Pivot Nut. Hold the cruise control from turning when you tighten the nut.

4. Loosen the Swivel Lock Screw(15) and the Slide Lock Screw(16). Hold the clamp(3) so the Clamp Ring(18)
remains straight and in the center of the groove in the slip ring while you retighten the Swivel Lock Screw(15).
Retighten the Slide Lock Screw(16).

3.11 Double check the Brake Pivot nut, Swivel Lock Screw(15), End Bracket Lock Screw(17) and the Slide
Lock Screw(16) to make sure they are secure and tight.

If you are unable to eliminate binding of the throttle, contact BrakeAway Products tech support for assistance
(503) 892-4998 or email techsupport@brakeawayproducts.com




