
General Specifications
Outer Lens Material

Inner Lens Material

Housing Material

#LEDs Halo (DRL)

#LEDs Low Beam

#LEDs High Beam

Weight

Operating Voltage (DC)

Current Draw (@14.4V)

Raw4 Output

Effective5 Output

Polycarbonate

Polymethyl Methacrylate / Polycarbonate

Die Cast Aluminum

72 Low-Power LEDs

3 High-Power LEDs

6 High-Power LEDs1

2.0 lbs (3.4 lbs Packaged) 

10 to 15 VDC

1.40A (Low Beam3)

6000–6200K (Day—Daylight White) 

Actual Power (@14.4V) 20W (Low Beam3)

2,030 lm (Low Beam3)

1,548 lm (Low Beam3)

Nominal Color Temperature

Lighting Specifications (see Beam Patterns on Page 2)

Electrical Specifications

2.57A (High Beam3)

37W (High Beam3)

3,720 lm (High Beam3)

2,400 lm (High Beam3)
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1 Includes the LEDs from the Low Beam
3 Includes Halo LEDs (displaying white) 4 Raw Lumens: Maximum calculated light output based on component ratings
5 Effective Lumens: Actual measured light output considering real-world losses after a specified run time 

Long Lifespan LED Technology

DOT/ECE/SAE Compliant

Plug ‘n’ Play

Lifetime Warranty

Projection-Style High and Low Beams

Wide-Angle D Lenses (Ditch-to-Ditch Beam Patterns)

The Way to See and Be Seen!

Bluetooth Controlled Color Changing Halo

Waterproof (IP67 Ingress Protection Rating)

Brighter than OEM Headlights (More Lumens)

More Efficient than OEM Headlights (Less Current)

No Added Noise to Audio Devices

Black or Chrome Reflector Options

Some models may require additional wiring adapters and/or 
ProGLOW™ Wire Extensions (both sold separately).

Please refer to our website or call us for fitment instructions.

Lifetime 
Warranty

LIFE

Plug ‘n’ Play

SAE Compliant

ECE Compliant

DOT Compliant

Connectors H4 + ProGLOW connectors2

2 PG-7-14 headlamps include an H4-to-Delphi (DJ7041-1.5-11) wire adapter.

Use free Android or iOS app to connect to ProGLOW™ controller to control Halo color-changing 
Daytime Running Lights. Even Better, you can tie into the complete ProGLOW accent lighting system! 

ProGLOW™ Bluetooth controller (CD# PG-BTBOX-1, Drag# 2050-0440, sold separately) required 
for operation of colored lights.

PG-7-14-B/C = 67700066, 67700062, 6770032, 67700339, 68342-05, 67713-86

OEM Part Numbers
PG-7-13-B/C = 68342-05, 67755-81A

PG-7-13-C
(Mounting Ring Included

with PG-7-13 Headlamps)

PG-7-14-B
(H4-to-Delphi Adapter Included 

with PG-7-14 Headlamps)

SAE

ECE

DOT

ProGLOW™ 7" LED Halo Headlight
For Harley-Davidson Motorcycles

CD#
PG-7-13-B
PG-7-13-C

PG-7-14-B
PG-7-14-C

Finish
Black
Chrome

Black
Chrome

Drag#
2001-2423
2001-2424

2001-2417
2001-2418



Headlamp Dimensions
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Beam Patterns

175.5 ± 1.0 mm (6.91  ±  0.04 in) 
98.9 ± 1.0 mm 

(3.89  ±  0.04 in) 

60.7 ± 2.0 mm 
(2.39  ±  0.08 in) 
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High Beam Pattern

Low Beam Pattern

Mounting Ring Dimensions (PG-7-13 Only)

165.1 mm (6.50 in) 64.0 mm
(2.50 in)

180.1 mm (7.09 in) 
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ProGLOW™ 7" LED Halo Headlight
For Harley-Davidson Motorcycles

CD#
PG-7-13-B
PG-7-13-C

PG-7-14-B
PG-7-14-C

Finish
Black
Chrome

Black
Chrome

Drag#
2001-2423
2001-2424

2001-2417
2001-2418
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