
 

CustomÊDynamics®ÊProBEAM®ÊSS6 
TurnÊSignalÊKitÊInstallaƟonÊInstrucƟons 

WeÊthankÊyouÊforÊpurchasingÊCustomÊDynamics®ÊProBEAM®Ê
LEDÊturnÊsignalÊkit!ÊOurÊLED’sÊofferÊmaintenanceÊfreeÊserviceÊandÊ
higherÊvisibility.ÊWeÊofferÊoneÊofÊtheÊbestÊwarrantyÊprogramsÊinÊ
theÊindustryÊandÊweÊbackÊourÊproductsÊwithÊexcellentÊcustomerÊ
support,ÊifÊyouÊhaveÊquestionsÊbeforeÊorÊduringÊinstallationÊofÊ
thisÊproductÊpleaseÊcallÊCustomÊDynamics®ÊatÊ1(800)382-1388.Ê 

PartÊNumbers: 
PB-SS-KIT1   
PB-SS6-BB-B   
PB-SS6-BB-C    

 
US PATENTS: D830597 D830595, D851817, D851327   
CHINA PATENTS: ZL201830409102.8, ZL201830409095.1,  
ZL201830045649.4, ZL201830045624.4 

PackageÊContents: 
- ProBEAM® Front 1157 LED Clusters with 

Lenses (1 pair) 
- ProBEAM® Rear 1157 LED Clusters with     
  Lenses (1 pair) 
- SMART Signal Stabilizer  

 

 

Fits: 2010-2013 Harley-Davidson® Street Glide (FLHX) and Road Glide Cus-
tom (FLTRX). Does not Fit CVO Models.   

ATTENTION 
Please read all InformaƟon below before InstallaƟon 

Note: Use care in removing the OEM lens and bulbs from the housing, so as 
not to scratch or mar the chrome housing. Custom Dynamics® is not liable for 
the damage to chrome housing during installation. 

Note: Dielectric grease does not need to be used with this LED product, it can 
actually prevent them from working. Remove any excess grease from your 
turn signal sockets before inserting. 

Note: When inserting the base use proper sized 5/16” flat blade screwdriver. 
Using too small of a screwdriver will damage the base and void the warranty. 

Caution: If there is a gap between the lens and the housing, water will leak 
into the unit and cause damage, be sure the lens is fully seated all the way 
around the perimeter. If the lens will not fully seat on the housing, it may be 
necessary to trim excess gasket with a small flat blade screwdriver. 

Caution: Do not use the lens if any of the tabs are broken, doing so may 
cause water to enter the housing. Do not install the lens without the 
ProBEAM® lens gasket in place, doing so will cause water to leak into the 
housing. 

Warning:ÊThe Ignition Switch must be in the OFF position during the installa-
tion of the Signal Stabilizer  

Note:ÊThe Signal Stabilizer is alarm compatible and 4 way hazard compati-
ble. When using the 4 way hazards with this product, the security key light on 
the dash will come on. This is normal when in hazard mode and will reset 
when turned off.  

Note:ÊModule must be secured after installation. Find safe area away from 
any moving parts and out of the way of normal operation of the bike.  Use tie 
wraps or other means to secure. Custom Dynamics®  is not liable for damage 
as a result of improperly securing or failing to secure the module.  

InstallaƟon: 

Questions?ÊEmail:Êinfo@CustomDynamics.comÊorÊCallÊusÊat:Ê1Ê(800)Ê382-1388 ÊM-TH Ê8:30AM-5:30PMÊ/ÊFR Ê9:30AM-5:30PMÊEST 

1. Remove OEM lens and bulb from turn 
signal housing. 

 
3. Remove any corrosion or dielectric 

grease from inside socket to insure 
contacts are clean. 

 
4. Using a small flat blade screwdriver, go 

around the perimeter of the reflector 
and slightly push the black gasket into 
the housing to allow proper clearance 
to the new ProBEAM® LED Turn Signal. 
Shown in FigureÊ1. 

 
5. Confirm the proper orientaƟon of the socket base and insert the base into 

the socket. If it seems hard to twist the base in the socket or hard to       
remove, it is probably oriented the wrong way. 

 
6. Twist the LED turn signal a few rotaƟons to coil wiring. Make sure the     

cluster is level. 
 
7. Install the lens with the notch facing downward, make sure it snaps in com-

pletely. The tabs on the lens will push the cluster snug against the gasket. 
 
8. Confirm the IgniƟon Switch is in the OFF posiƟon. Remove the leŌ side   

panel cover and locate the OEM rear fender lighƟng harness connectors.       
Disconnect the Main Wiring Harness connector from the Rear Fender 
LighƟng Harness connector.  

 
9. Install the Signal Stabilizer in-line with the Main Wiring Harness connector 

and the Rear Fender LighƟng Harness Connector.  If a Run/Brake/Turn    
module is installed, the Signal Stabilizer MUST be installed in front of the 
Run/Brake/Turn module. InstallaƟon Order: Main Wiring Harness, Signal 
Stabilizer Run/Brake/Turn module (if installed), Rear Fender LighƟng Har-
nesses. 

 
10. Confirm the Load Switch on the side of the Signal Stabilizer is in the         

NORMALÊposiƟon. (See Diagram on Page 2).  
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11. Perform Turn Signal SynchronizaƟon:  
  - IgniƟon switch in the ONÊposiƟon 
  - AcƟvate right turn signal for 2 flashes 
  - AŌer the second flash, acƟvate the leŌ turn signal for 2 flashes 
  - AŌer the second flash, acƟvate the right turn signal for 10 flashes 
  - Turn key off.  
 
12. Turn IgniƟon Switch to the ONÊposiƟon and test turn signals for proper operaƟon. If you experience a fast turn signal flash, turn the Igni-

Ɵon Switch to the OFF posiƟon and move the Load Switch to the HIGH posiƟon (See Load Switch Diagram). Repeat Step 11. 
 
13. Reinstall the side cover. Test all lighƟng and alarm (if equipped) for proper operaƟon.  


