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Package Contents: 

 - Micro Turn Signal (2) 

 - 48” Flex Braid (2) 

 - Heat Shrink Sleeves (2)  

 - 4” Cable Ties (8) 

 - JAE Male Connector (2) (DO NOT come with Single Color) 

 - Instructions (1) 

Part Numbers:     

Fits: Universal, 12-16VDC systems with a negative ground.   

 

 

 

 

 

Warning: Disconnect negative battery cable from battery; refer to own-

er’s manual. Failure to do so may result in electrical shock, injury, or fire. 

Secure negative battery cable away from positive side of battery and all 

other positive voltage sources on motorcycle.  

Safety First: Always wear appropriate safety gear including safety 

glasses when performing any electrical work. It is highly recommended 

that safety glasses be worn throughout this installation process. Be sure 

motorcycle is on level surface, secure and cool. 

Important: This product is designed and intended for use as auxiliary 

lighting only. It is NOT intended to replace any original equipment light-

ing installed on the motorcycle and should not be used for that purpose. 

This product must be wired so that it does not interfere with any original 

equipment lighting. 

Important: When mounting through fender walls, please make sure that 

the mounting stud/wiring has enough space so that it will not come in 

contact with the tire. Trimming the stud is not an option as this will void 

the water seal and possibly harm the wiring. 

Note: Depending on motorcycle and application you may experience 

fast flashing or no flashing from your turn signals after installation. If so, 

a load equalizer or Signal Stabilizer is recommended. Contact us for 

details. 

ATTENTION 
Please read all Information below before Installation 

Installation: 

1. Remove all necessary parts to disconnect the negative bat-

tery cable from the battery. 

2. Determine desired place to mount the Micro Turn Signal 

Housings.  

3. Carefully unpack Micro Turn Signal Housings from the pack-

aging. Be careful to not pull on any wires or damage the turn 

signal surface. 

4. Guide the wires through mounting bracket or fender wall and 

secure the mounting stud as shown in Figure 1. Confirm the 

desired angle of the turn signal is correct before tightening. If 

using a mounting bracket, refer to the mounting bracket in-

structions for any additional installation information.  

 

Mounting Bracket 

or Fender Wall 

Star Lock Washer 

Nut  

Wiring 

Custom Dynamics® Micro Turn Signal                                

Installation Instructions 

We thank you for purchasing the Custom Dynamics® Micro Turn 

Signals. Our products utilize the latest technology and high quali-

ty components to ensure you the most reliable service. We offer 

one of the best warranty programs in the industry and we back 

our products with excellent customer support, if you have ques-

tions before or during installation of this product please call Cus-

tom Dynamics® at 1(919) 554-0949. 
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CD-MICRO-AR2-B      CD-MICRO-AR2-C 

CD-MICRO-AW2-B     CD-MICRO-AW2-C 

CD-MICRO-A-B           CD-MICRO-A-C 

CD-MICRO-R-B           CD-MICRO-R-C 



Installation Continued: 

5. Slide the supplied Flex Braid onto the wires of both turn sig-

nals.  

6. Using the supplied Heat Shrink Sleeves, cut each piece of 

heat shrink in half and heat shrink both ends of the flex braid 

to prevent it from unraveling as shown in Figure 2. 

7. Install the appropriate Turn Signal Adapter (Sold Separate-

ly) for your application. Refer to the Turn Signal Adapter 

instructions for installation. 

8. Route wiring to the Turn Signal Adapter (Sold Separately). 

Secure the wiring with the supplied Cable Ties from becom-

ing cut, frayed or pinched. 
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Installation Instructions - Page 2 

Heat Shrink Sleeve Flex Braid 

CD-MICRO-AR2 Installation: 

1. Install the supplied JAE connectors onto the pre-pinned 

wires from each Micro Turn Signal by pushing the pins into 

the connector ports shown in Figure 3 (locking tab oriented 

at top of JAE connector):  

 Port 1 = Yellow 

 Port 2 = Black 

 Port 3 = Empty 

 Port 4 = Red 

 

 

 

 

 

 

 

2. Pins should snap in place and not pull back out of connector 

when installed correctly.  

3. Connect the Turn Signal harness to the Turn Signal Adapter. 

4. For hardwire installations without the Turn Signal Adapter, 

remove the pins from the Turn Signal Harness and connect 

the wires to the motorcycles lighting circuits.  

 Red: Brake Light Circuit 

 Yellow: Turn Signal Circuit 

 Black: Ground   

CD-MICRO-AW2 Installation: 

1. Install the supplied JAE connectors onto the pre-pinned 

wires from each Micro Turn Signal by pushing the pins into 

the connector ports shown in Figure 4 (locking tab oriented 

at top of JAE connector):  

 Port 1 = Empty 

 Port 2 = Black 

 Port 3 = Yellow 

 Port 4 = White 

 

 

 

 

 

 

2. Pins should snap in place and not pull back out of connector 

when installed correctly.  

3. Connect the Turn Signal harness to the Turn Signal Adapter. 

4. For hardwire installations without the Turn Signal Adapter, 

remove the pins from the Turn Signal Harness and connect 

the wires to the motorcycles lighting circuits.  

 White: Running Light Circuit 

 Yellow: Turn Signal Circuit 

 Black: Ground   

2 

4
 
3

 
2

 1
 

BLACK 

EMPTY 

RED 

YELLOW 

3 

4
 3

 2
 1

 

BLACK 
YELLOW 

WHITE 

EMPTY 

4 

CD-MICRO-SINGLE COLOR Installation: 

1. Connect wires to motorcycle as follows in Figures 5 & 6. 

Motorcycle Ground 

Motorcycle Turn 

Red 

Motorcycle Ground 

Motorcycle Turn 

Connect Points 

Connect Points 

Black 

Yellow 

Black 

CD-MICRO-R-B, CD-MICRO-R-C 

CD-MICRO-A-B, CD-MICRO-A-C 5 
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Installation Continued: 

9. Reconnect the battery negative cable to the battery and rein-
stall all necessary parts. 

10. Test the Custom Dynamics® Micro Turn Signals for proper 
operation. 


