
Custom Dynamics® LED Batwing Fairing Trim 

Installation Instructions 

Questions? Call us at:  1 (800) 382-1388    M-TH  8:30AM-5:30PM / FR  9:30AM-5:30PM EST 

12-2018 

We thank you for purchasing the Custom Dynamics® LED  

Batwing Fairing Trim. Our products utilize the latest technology 

and high quality components to ensure you the most reliable ser-

vice. We offer one of the best warranty programs in the industry 

and we back our products with excellent customer support, if you 

have questions before or during installation of this product please 

call Custom Dynamics® at 1(800) 382-1388. 

Package Contents: 
    - LED Fairing Trim Assemblies (pair) 

    - ST-Harness Assembly  

    - Adhesive Primer (1) 

    - 4” Black Tie-Wraps (8) 

Part Numbers:  

1996-2005 Harley Davidson Models with OEM Fairings. Including 

Electra Glide® Standard/Classic/Ultra/ Low (FLHT, FLHTC, 

FLHTCU, FLHTCUL), Ultra Limited/Lo (FLHTK, FLHTKL), Street 

Glide® (FLHX)/Street Glide® Special (FLHXS), Tri Glide® Ultra 

(FLHTCUTG), CVO™ Limited (FLHTKSE), CVO™ Street Glide® 

(FLHXSE) and CVO™ Electra Glide® Ultra Classic® (FLHTCUSE)  

ATTENTION 
Please read all Information below before Installation 

Warning: Disconnect  negative battery cable from battery; refer to 

owner’s manual. Failure do to so may result in electrical shock, injury 

or fire. Secure negative battery cable away from positive side of 

battery and all other positive voltage sources on vehicle.  

Safety First: Make sure the bike is parked on a level surface and 

bike‘s mechanical components are cool to the touch. 

Notice: This product is designed and intended for use as auxiliary 

lighting on motorcycles only. This product is NOT intended to re-

place any original equipment lighting installed on the motorcycle and 

should not be used for that purpose. This product must be wired 

such that it does not interfere with any original equipment lighting.  

 

Note: You will have to remove the front fairing in order to complete 

this installation. Please refer to your manufacturer service manual if 

unsure of this procedure. 

Cleaning: Take special care in cleaning the finish. Never use abra-

sive polishes or cleaners as these can scratch the finish.  

 

Installation 

CD-BFT-05-B CD-BFT-05-C 

1. Following the procedure in your manufacturer service 

manual, remove the 4 inner fairing bolts and 3 wind-

shield bolts. Remove the front fairing and windshield. 

Pay attention to the headlamp plug ins at the bottom, 

they are attached to the fairing. 

2. Look for the Connectors on the inner fairing that go to 

each front turn signals. The connectors are located in 

the areas circled in Figure A below. 

3. Once the harness connectors are located on the bike, 

unplug each side and install the provided Harness Con-

nector Assemblies in line, making sure to plug one side 

into the fairing harness and the other side into the wire 

going to the stock turn signals.  

4. Prepare the red Posi-Connectors™ on each wire end 

by un-screwing the empty end of the connector about 

half way.  

A 

Turn Signal Connectors 
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Test fit each trim LED to the fairing. Find the 

correct placement of the unit, so there are no 

gaps between LED and fairing surface.  

While the LED is in this position, angle the 

LED away from the fairing, then visually 

measure the location of the wires to the fair-

ing surface, mark with a grease pen. This is 

where the wires will pass through the fairing.  

Drill a hole at the marking in step 6 using a 

11/64” drill bit.  

Feed the wiring from the trim LED  through 

the hole, then re-test fit. Once unit is in the 

correct location, mark the corners and sides 

with a grease pen or use painters tape for 

reference as shown in the photo.  

6 

7 

8 

Note: Photos show installation on a later  

model fairing. Installation for all models is the 

same. 
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Using the provided Adhesive Primer, apply to 

the outlined surface. In this photo we used 

promoter from a can with the use of a sponge. 

The application method is the same concept 

as the provided adhesive primer.  

Remove the red backing from the LED trim 

and carefully press unit into place, using the 

tape or grease pen markings as your refer-

ence guide.  

Note: Any excess Adhesive Primer around 

the trim should be removed with good detail-

er/cleaner to protect the paint and or/clear 

coat.  

 

Repeat steps 5 through 10 for the other unit. 

9 10 

11 

Rest the fairing on the protected front fender and prepare the wire 

ends of each LED trim piece by twisting the copper ends of the each 

wire.  
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White Running Light and running 

light ground wire paired 

Yellow Turn Signal and Turn Signal 

ground wire paired 

Posi-Lock™ Connectors B 

  

12. Notice the wire pairs on each Harness Connector Assem-

bly, there is a white wire paired with a black wire and a 

yellow wire is paired with a black wire. The black wires are 

the power wires corresponding grounds, they cannot be 

switched. See figure B. 

 

Examine the wires coming from the Fairing Trim, notice 

the groups of wires on each side. Each color LED has its 

own ground wire. It is important to make sure the correct 

black wire is being used for the connection. Insert the 

wires from the Fairing trim into the appropriate Posi-Lock 

connector. Follow the information below or use the dia-

gram on the next page. 

 

Left Side  

White = Left side White LED Running Light 

Black = Left side Running Ground wire 

 

Purple= Left side Amber LED Turn Signal 

Black = Left Side Turn Signal Ground wire 

Right Side  

White = Right side White LED Running Light 

Black = Right side Running Ground wire 

 

Brown = Right side Amber LED Turn Signal 

Black  = Right side Turn Signal Ground wire 

Left Side  

White = Left side White LED Running Light 

Black = Left side Running Ground wire 

 

Yellow= Left side Amber LED Turn Signal 

Black = Left Side Turn Signal Ground wire 

Right Side  

White = Right side White LED Running Light 

Black = Right side Running Ground wire 

 

Yellow = Right side Amber LED Turn Signal 

Black  = Right side Turn Signal Ground wire 

Windshield Trim Harness Connector Assembly 

13. Once all connections have been made, double check the Posi-Lock™ connectors, give the wires a little pull to make sure wires 

are secured. Also check the wire colors and connections to make sure the correct wiring has been performed. 

14. Dress wires from each harness, secure with provided tie-wraps as needed . Make sure wires will not get pinched when the fair-

ing is secured. 

15. Set the outer fairing back in place on the bike but do not secure yet. Be sure to plug the Headlight connector in as well. 

16. Make sure battery is connected, then turn the ignition key on and test the function of the Fairing Trim. When in Running mode, 

the White LEDs should be illuminated. Test each turn signal, when the turn signal is on, the appropriate side’s white LEDs will 

turn off. 

17. Secure the Fairing to the bike, make sure to pay attention to the wire connections running in between the inner and outer fair-

ing, push any wire slack inside the fairing.  

18. Check operation of all lights after installing the fairing. 
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Posi-Lock™ Connectors 

Brown = Right Turn (Amber LEDs) 

Black = Right Turn Ground 

White = Right Running (white LEDs) 

Black = Right Running Ground 

Purple = Left Turn (Amber LEDs) 

Black = Left Turn Ground 

White = Left Running (white LEDs) 

Black = Left Running Ground 

Right Turn Harness =Yellow 

Right Turn Harness Ground =Black 

Right Run Power =White 

Right Run Harness Ground =Black 

Left Turn Harness =Yellow 

Left Turn Harness Ground =Black 

Left Run Power=White 

Left Run Ground =Black 

Right 

Turn 

To Factory Turn Signals 

Harness Connectors 

Harness 

Plug 

Harness 

Plug 

Left 

Turn 

Harness Connector 

Assemblies  

RIGHT 

Turn Side  

(Brown) 

LEFT 

Turn Side  

(Purple) 

R L 


