
Custom Dynamics® Slim Batwing Fairing Trim 
Installation Instructions  

Questions? Call us at:  1 (800) 382-1388    M-TH  8:30AM-5:30PM / FR  9:30AM-5:30PM EST 

12-2018 

Package Contents: 

    - Slim Batwing Fairing Trim (2) 

    - AW Converter Harness (2) 

    - 4” Black Wire Tie (8) 

    - Adhesive Primer(1) 

    - Instructions 

Part Number:  

CD-BFT-SLIM-13 

Fitment: 2006-2013 Harley-Davidson® Electra Glide 

Classic (FLHTC), Electra Glide Standard (FLHT), Electra 

Glide Ultra Classic (FLHTCU), Ultra Limited (FLHTK), Street 

Glide® (FLHX), Tri Glide (FLHTCUTG), Street Glide CVO™ 

(FLHXSE), Limited CVO™ (FLHTKSE) and Electra Glide Ultra 

Classic CVO™  (FLHTCUSE).  

We thank you for purchasing the Custom Dynamics® Slim Bat-

wing Fairing Trim. Our products utilize the latest technology and 

high quality components to ensure you the most reliable service. 

We offer one of the best warranty programs in the industry and we 

back our products with excellent customer support, if you have 

questions before or during installation of this product please call 

Custom Dynamics® at 1(800) 382-1388. 

Please read all Information below before Installation 

Safety First: Make sure the bike is parked on a level sur-

face and bike ‘s mechanical components are cool to the 

touch. To prevent electrical shock, disconnect the negative 

battery terminal from the battery before beginning installa-

tion.  

Note: You will have to remove the outer front fairing in or-

der to complete this installation. Please refer to your manu-

facturer service manual if unsure of this procedure. 

Notice: This product is designed and intended for use as 

auxiliary lighting on motorcycles only. This product is NOT 

intended to replace any original equipment lighting installed 

on the motorcycle and should not be used for that pur-

pose.  This product must be wired such that it does not 

interfere with any original equipment lighting.  

3. Reinstall the center T27 Torx Bolt only that was removed in Step 2. 
Lightly tighten the center bolt to secure the fairing while you remove 
the remaining 4 inner fairing bolts.  

4. Remove the 4 inner fairing bolts.  The lower 2 inner fairing bolts are 
located on the lower triple tree as shown in Picture 2. Refer to Pic-
ture 3 for the upper 2 inner fairing bolts. 

5. While standing in front of the bike and holding the fairing, remove 
the center outer fairing T27 Torx bolt and pull the fairing slightly 
away from the bike.  

6. With the fairing slightly pulled away from the bike, disconnect the 
connector from the headlamp as shown in Picture 4. Lay the fairing 
on a protected flat surface to prevent damage. 

7. Clean the lower left and right sides of the fairing with alcohol to re-
move any grease or wax.   

8. Test fit the Slim Batwing Fairing Trim, use a grease pencil to mark 
final placement on the fairing 

 

ATTENTION 

1 

Installation:  

1. Refer to the factory service manual for remov-
ing the fairing before continuing.  

2. Remove the top 3 T27 Torx Bolts from the out-
er fairing as shown in Picture 1. Remove the 
windshield and store it in a safe place for rein-
stallation later.  



8. Apply the provided Adhesive Primer to the lower left and right 
sides of the fairing and allow to dry 

9. Remove the red protective tape from the back of the Slim Batwing 
Fairing Trim and apply it to both sides of the fairing as shown in 
Picture 5.   

10. With the fairing removed, Locate the connectors on the inner fair-
ing that go to each of the front turn signals. The connectors are 
located in the areas circled in Picture 6. Unplug the connectors and 
connect the pass-through side of the AW Converter Harness to the 
factory turn signal wiring harness.  

11. With the AW Converter harness installed to the factory wiring har-
ness, connect the Slim Batwing Fairing Trim harness to the AW 
Converter harness. With the zip ties provided, secure the Slim Bat-
wing Fairing Trim harness to the turn signal and passing lamp fac-
tory wiring as shown in Picture 6. Secure the harnesses to prevent 
the wires from being damaged during the fairing installation as 
shown.  

12. Reinstall the fairing and windshield in the reverse order that it was 
removed.   

13. Check operation of the Slim Batwing Fairing Trim and all existing 
lighting in all modes. 
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