
Custom Dynamics® LED Universal Bag Lights 

Installation Instructions 

Questions? Call us at:  1 (800) 382-1388    M-TH  8:30AM-5:30PM / FR  9:30AM-5:30PM EST 

02-2017SM 

We thank you for purchasing the Custom Dynamics® LED  

Universal Bag Lights.  Our products utilize the latest technology 

and high quality components to ensure you the most reliable ser-

vice. We offer one of the best warranty programs in the industry 

and we back our products with excellent customer support, if you 

have questions before or during installation of this product please 

call Custom Dynamics® at 1(800) 382-1388. 

Package Contents: 

LED Bag Light Assembly (2) 

3M Tape Strips and Primer (2) 

Dual Converter (2) 

Part Numbers:  

Fitment: Universal Fitment for All makes and models with 

hard-surface style saddle bags.   

ATTENTION 
Please read all Information below before Installation 

Warning: Disconnect  negative battery cable from battery; refer to 

owner’s manual. Failure do to so may result in electrical shock, 

injury, or fire. Secure negative battery cable away from positive side 

of battery and all other positive voltage sources on vehicle.  

Safety First: Always wear appropriate safety gear including safety 

glasses when performing any electrical work. It is highly recom-

mended that safety glasses be worn throughout this installation 

process.  Be sure vehicle is on level surface, secure and cool. 

Important:  This product is designed and intended for use as auxil-

iary lighting only. It is NOT intended to replace any original equip-

ment lighting installed on the vehicle and should not be used for that 

purpose.  This product must be wired so that it does not interfere 

with any original equipment lighting.  

Note: We recommend using the quick disconnect kit, part number:  

CD-WQDBL-01, sold separately. 

Note: Some wiring knowledge may be needed for this installation. 

Consult your vehicle detailed service manual for wiring information 

and color codes. Use a meter or test light to verify wiring before 

cutting or tapping any vehicle wiring. If the steps contained within are 

beyond your skillset, do not attempt installation, contact a qualified 

mechanic or dealership to assist you. 

Installation: CD-BL8B-RR 

CD-BL8B-RS 

CD-BL8C-RR 

CD-BL8C-RS 

1. Decide which mounting method will be used. 3M auto grade 

tape strips are included for carefree mounting. We have pro-

vided screw holes in the LED housings as well if you prefer to 

secure more permanently. We do not provide mounting hard-

ware. If the screw method will be used, the 3M tape does not 

need to be installed. For instructional purposes, we explain the 

3M tape installation method.  

2. Select the desired surface area of the hard bags in which the 

LED bag lights will mount to. Measure the location on each 

bag, then mark the location to ensure they will both will be uni-

form with a grease pencil. Determine the wire outlet position 

and mark that as well.  

3. Drill a 3/16” size hole to pass the LED wires through to the 

inside of the bag. If using the screw attachment method, mark 

and drill your mounting holes at this time. Apply 3M promoter 

to the mounting area that was marked. 

4. Apply the 3M adhesive promoter to the back side of the alumi-

num housing, peel the red lining off of one side of the provided 

3M tape sheets and adhere it to the housing.  

5. Apply the 3M promoter inside the channel in the billet alumi-

num housing where the LED strip will mount. Peel back the red 

adhesive lining on the back of the LED and apply pressure to 

adhere the LED strip to the billet housing.  

6. Once you have the LED and billet piece assembled into one 

unit, feed the LED wires through the drilled hole in the saddle 

bag and realign the unit in the appropriate mounting location.  

7. Remove the red backing from the 3M tape, then press the as-

sembled unit into place, feeding the wires through at the same 

time, preventing any slack from getting caught in the tape. 

8. Repeat all steps for the other side LED unit. 

Note: It is recommended to install this product in a controlled con-

stant temperature of 65 degrees Fahrenheit or above to allow 

proper tape adhesion. Do not wash or ride the bike for 24 hours 

after installing. 
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Note: We recommend the use of a quick disconnect system for the bag lights. This will ensure a safe method of disconnecting the 

wiring when the bag needs to be removed. Our quick disconnect assembly part number is CD-WQDBL-01 (sold separately).  If us-

ing the disconnect system, refer to the instructions that come with CD-WQDBL-01. A wiring diagram is below for your convenience.  

1. Route the wiring in a manner that will keep them out of the way inside the bag, make sure they will not be pinched, cut, or 
frayed by moving parts.  

2. Wiring functions of the LED bag light assemblies are as follows: 
Black = Ground 
Red = Power 

3. Refer to you vehicle’s manufacturer service manual for wiring schematics and wire color codes. Use a meter or a test light to 
confirm the brake and turn signal wires before tapping or cutting any vehicle wiring.  

4. Connect the Black wire  from the LED to the vehicle harness ground wire. 

5. Connect the Red wire from the LED to the  single Red wire of the Dual Converter. 

6. Connect the Red wire from the Dual Converter to the vehicle brake, brake-turn, or turn power wire. 

7. Connect the Orange wire from the Dual Converter to the vehicle Running power wire. 

Wiring:   


