
Custom Dynamics® Yamaha® Genesis™ II  
LED Taillight Installation Instructions 

Questions? Call us at:  1 (800) 382-1388    M-TH  8:30AM-5:30PM / FR  9:30AM-5:30PM EST 

11-2017 

We thank you for purchasing the Custom Dynamics® Yamaha® Genesis™ II 
LED Tail Light. Our products utilize the latest technology and highest quality 
components to ensure you the most reliable service. We offer one of the 
best warranty programs in the industry and we back our products with ex-
cellent customer support, if you have questions before or during installa-
tion of this product please call Custom Dynamics® at 1(800) 382-1388. 

Part Number: GEN-100-1157YAM 

Package Contents: 

    - Yamaha® 100 LED Board 1157 Base 

Installation: 

1. Be sure the bike is off 

2. Remove 3 screws from the stock lens and re-

move lens. 

3. Remove OEM bulb from socket. 

4. Be sure socket is clean. 

5. Insert 1157 base into OEM socket and twist so 

the base is fully seated. 

6. Align holes in board with holes in the taillight 

lens. 

7. Insert top 2 screws through taillight lens and 

board. 

8. Install lens and board together aligning the top 

2 screws. Insert bottom screw and tighten all 

three. Be careful not to over tighten. 

9. Check operation of the taillight. 

Fits: Yamaha® V-Star® Models: Classic, Silverado, 1100 
Classic, 1100 Silverado 

Yamaha® Royal Models: Star, Star Venture, Star Tourer, 
Star Boulevard, Star Silverado Star, Star Venture, Star 
Tourer, Star Boulevard, Star Silverado 

Does Not Replace Bikes Equipped with OEM LED Tail 
Light. 

ATTENTION 
Please read all Information below before Installation 

Warning: Disconnect negative battery cable from 

battery; refer to owner’s manual. Failure to do so may 

result in electrical shock, injury, or fire. Secure nega-

tive battery cable away from positive side of battery 

and all other positive voltage sources on vehicle.  

Safety First: Make sure the bike is parked on a level 

surface and bike’s mechanical components are cool 

to the touch. 


