
Custom Dynamics® Universal LED Tail Light Board 

Installation Instructions 

Questions? Call us at:  1 (800) 382-1388    M-TH  8:30AM-5:30PM / FR  9:30AM-5:30PM EST 

10-2017 

We thank you for purchasing the Custom Dynamics® Universal 

LED Tail Light Board. Our products utilize the latest technology 

and highest quality components to ensure you the most reliable 

service. We offer one of the best warranty programs in the indus-

try and we back our products with excellent customer support, if 

you have questions before or during installation of this product 

please call Custom Dynamics® at 1(800) 382-1388. 

Package Contents: 

    - 136 LED board w/ 1157 base (1) 
    - 3M Promoter Ampule (1) 
    - 0.18 oz. Mini Tube Goop (1) 

Part Number:  

Fits: Harley-Davidson®: 1999(Mid)-2003 Models Equipped with 

OEM Square back style tail light lens and 1157 Bulb 

Yamaha®: V-Star® 1100 and 650 Custom 

Kawasaki®: Vulcan® 800 Classic, 1500, 88 and 1999-2006 No-

mad™  

Suzuki®: 1998-2004 Suzuki® Intruder LC1500, 2005-2008 Boule-

vard C50/C50T/C90/C90T and 1998-2004 Volusia 800 

Does Not Replace Bikes Equipped with OEM LED Tail Light. 

ATTENTION 
Please read all Information below before Installation 

Warning: Disconnect  negative battery cable from 

battery; refer to owner’s manual. Failure do to so may 

result in electrical shock, injury, or fire. Secure nega-

tive battery cable away from positive side of battery 

and all other positive voltage sources on vehicle.  

Safety First: Always wear appropriate safety gear 

including safety glasses when performing any electri-

cal work. It is highly recommended that safety glass-

es be worn throughout this installation process.  Be 

sure vehicle is on level surface, secure and cool. 

Installation: GEN-136-1157 

1. Remove the taillight assembly from the bike. 

2. Carefully separate the chrome insert from the red 

lens. A small screwdriver works well.  A heat gun or 

hair dryer should be used to soften the epoxy that 

holds the reflector to the lens. 

3. Remove stock bulb. 

4. Peel the backing from the mounting tape from both 

sides of the LED board. 

5. Point the three small white LED lights toward the li-

cense plate. 

6. Center the LED board and push into place. 

7. Apply Goop Adhesive to the full length top and bot-

tom of the back of the 136 LED Board and allow to dry. 

8. Insert connector plug from LED replacement board or 

fill hole with other material (hot glue or silicone) to 

seal the taillight. 

9. Plug 1157 connector into the motorcycle plug and 

screw lens back into place. 


