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10-12-2017 

We thank you for purchasing the Custom Dynamics® Direct Base 

Red LED Cluster. Our products utilize the latest technology and 

highest quality components to ensure you the most reliable ser-

vice. We offer one of the best warranty programs in the industry 

and we back our products with excellent customer support. If you 

have questions before or during installation of this product please 

call Custom Dynamics® at 1(800) 382-1388. 

Part Numbers: GEN-20-R-1157 

Fitment: Universal 1157 direct base.  

2" Diameter, 1 3/4" Overall Length, 1 1/8" Base Length  

ATTENTION 
Please read all Information below before Installation 

Warning: Disconnect the negative battery cable from 

battery; refer to owner’s manual. Failure to do so may 

result in electrical shock, injury or fire. Secure negative 

battery cable away from positive side of battery and all 

other positive voltage sources on vehicle.  

Safety First: Make sure the bike is parked on a level 

surface and bike‘s mechanical components are cool to 

the touch. 

 

Installation: 

1. Measure area of tail light or turn housing to ensure cluster will 

fit. 

2. Inspect 1157 socket, remove any excess dielectric grease as 

it can prevent good conductivity of the LEDs. 

3. Install cluster into 1157 base, confirm cluster notches are 

aligned properly. Twist cluster into place. If it feels tight or hard 

to turn, check the alignment and try again.  If only 1 function 

occurs during testing, check for proper pin alignment, make 

sure it is not in backwards. This product will operate as high 

and low intensity.  

  Package Content: 

       -Genesis® 2.0in Red 1157 Direct Base LED Cluster (1) 

Important Tips and Troubleshooting: 

1. To troubleshoot issues with operation, first check for a good con-

nection. Switch cluster to the other side and test or you may re-

move cluster to test for operation with a separate power source 

such as a battery or power supply.  

2. Application: This product is for custom rear turn or brake applica-

tions requiring an 1157 bulb base connection. Measure the area 

inside the housing before installation to ensure fitment.  

3. Depending on vehicle and application you may experience fast 

flashing from your turn signals after installation.  If so, a load 

equalizer or Signal Stabilizer™ is recommended. Contact us for 

details. 

4. Cluster Dimensions:  

2" Diameter, 1 3/4" Overall Length, 1 1/8" Base Length  


