
Wrap-Around Dual Intensity LED Rear Fender Tip 

Installation Instructions 

We thank you for purchasing the Custom Dynamics® Wrap-Around 

dual intensity LED Fender Tip! Our products utilize the latest tech-

nology and high quality components to ensure you the brightest, 

most reliable LED’s on the market. We offer one of the best warranty 

programs in the industry and we back our products with excellent 

customer support, if you have questions before or during installation 

of this product please call Custom Dynamics® at 1(800) 382-1388. 

Questions? Call us at:  1 (800) 382-1388    M-TH  8:30AM-5:30PM / FR  9:30AM-5:30PM EST 

05-2017 

1. Remove the Center Tail light on the rear fender so that you 

have access to the tail light base where the connections are 

located. This is done by removing the 2 screws on either 

side of the tail light. Unplug the tail light at the connector 

and remove so that it does not get damaged during instal-

lation. 

2. Once tail light is removed, unplug the Fender tip plug from 

the tail light base. Locate the only 3 pin plug on the base 

and remove. You can trace the wires from the rear fender 

tip to this connector to ensure you have the right one.  

3. On the inside of the fender where the fender tip is 

attached, there is a wire harness clip that holds the wiring 

for the light. Remove the 7/16 nut and then remove the 

clip from the wiring. Set it aside as it will be re-used on the 

new assembly. 

4. Next, Locate the T25 screws that fasten the rear fender tip 

assembly to the fender, remove the screws carefully and 

remove fender tip from fender. Save the screws to mount 

the new unit. 

5. Route the wire through the fender and attach the new LED 

Fender Tip to the fender using the T25 screws. 

6. Re-attach the wire clip to the wiring and bolt it back to the 

fender in the same location as before. 

7. Route the wiring harness up to the tail light base and plug 

connector into the same port where original unit was in. 

8. Re-attach the brake light assembly by plugging in the con-

nector to the base, then installing back onto the bike with 

the 2 screws. Be careful to not over tighten screws or lens 

may crack. 

9. Once everything is back together, test operation of your 

rear running and brake lights. You now have a dual intensi-

ty fender tip light with running and full intensity brake.  

 

Installation Part Number:  GEN-FT-TOUR 

 
Package Contents: 
 
    - LED Rear Fender Tip Assembly 

Fitment: 2009-2013 FLHTC/FLHTCU/FLHTK, 2014 FLHTCU/FLHTK, 

2015-2017 FLHTCU/FLHTCUL/FLHTK/FLHTKL 

ATTENTION 
Please read all Information below before Installation 

Warning: Disconnect negative battery cable from battery; refer to 

owner’s manual. Failure to do so may result in electrical shock, 

injury, or fire. Secure negative battery cable away from positive 

side of battery and all other positive voltage sources on vehicle.  

Safety First: Make sure the bike is parked on a level surface and 

bike’s mechanical components are cool to the touch. 

Notice: Always wear appropriate safety gear including safety 

glasses when soldering or performing any electrical work. It is 

highly recommended that safety glasses be worn throughout this 

installation process. Temperature of bike must be at least 60 

degrees F. for tape to properly cure. Read all directions before 

starting project. 

Cleaning: Take special care in cleaning the finish.  Use only a non-

abrasive cleaner and a fine microfiber cloth to remove dirt or 

debris. Never use abrasive polishes or cleaners as these can 

scratch the finish.  


