
Custom Dynamics® Victory Rear Red LED Turn Signals 

Installation Instructions 

We thank you for purchasing the Custom Dynamics® Victory Red 

Rear LED Turn Signals!  Our products utilize the latest technology 

and high quality components to ensure you the most reliable ser-

vice. We offer one of the best warranty programs in the industry 

and we back our products with excellent customer support, if you 

have questions before or during installation of this product please 

call Custom Dynamics® at 1(800) 382-1388. 

Questions? Call us at:  1 (800) 382-1388    M-TH  8:30AM-5:30PM / FR  9:30AM-5:30PM EST 

10-2015SM 

Package Contents: 

    - Victory Rear LED turn Signals (pair) 

    - Instructions 

 

Fitment:  

- 2010 & Newer Victory Cross Roads  

- 2010 & Newer Cross Country & Cross Country Tour  

- 2012 Victory Hard-Ball  

- 2013-2014 Victory Boardwalk  

- 2015 & Newer Victory Magnum  

Part Number: GEN-VIC-RED-B/C  

Installation 

While installation is rather straightforward, 

dealer installation is recommended for those 

individuals not comfortable with wiring and 

other related skills required for the installation 

of this product.  

Please note that the flash rate will vary from 

bike to bike based on the bike's total electrical 

load impedance, and can be modified with the 

installation of a flasher module or load equaliz-

er depending on the year of the bike.  Flasher 

modules and load equalizers sold separately. 

1. Removal of the rear fender is required to gain prop-

er access to the harness. If unsure of this process, 

refer to detailed service manual or contact your 

Victory dealer. Once fender is removed, turn over 

and place on a clean cloth or blanket to protect 

fender finish. 

2. Locate the left and right turn signal wires that run 

up to the tail light area, there are 2 white 2 pin con-

nectors on either side of the tail light connector. Cut 

the tie-wraps securing each wire taking care as to 

not cut the wires. (see diagram right) 

3. To unplug the white connectors, insert a small tool 

or screw driver into the center tab on the connector, 

pull male and female sides apart while doing so. 

(See connector photo next page for example) 

4. Next, locate the (3) 10 mm bolts that secure the 

turn signal bracket to the fender, remove the bolts, 

then turn the fender over and remove the bracket, 

taking care to feed the wires through the holes. 

Leave the gasket in place on the fender for reinstal-

lation later. (See diagram right for location)  
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5. Now that the turn signal bracket is free, locate the allen bolts on 

the inside of the brackets that secure the housings to the bracket 

and remove. Pull the wire through the holes. You are now ready 

to install the new LEDs. 

6. Install the new LED turn signals exactly the reverse of the remov-

al process. Route the wires into the turn bracket. 

7. Secure the turn signals to the turn bracket with the stock allen 

bolts, be careful not to over-tighten them. 

8. Route the wires into the fender, then re-install the turn signal 

bracket, make sure the gasket and bracket line up. 

9. Next, re-install the (3) 10 mm bolts which secure the bracket to 

the fender. 

10. Turn the fender over and route the wires from the LEDs up to the 

input side of the turn signal harnesses. Make sure that they plug 

into the correct connectors, they should be factory labeled left 

and right. Give them a tug to ensure they are locked in.  

11. Secure the wires with tie-wraps to ensure  they will not come in 

contact with the tire.  

12. Test fit the fender back onto the bike, make sure the harness 

connections are made to enable the brake and signals. 

13. Test the operation of the turn signals. 

14. Re-install the fender. 
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