
Custom Dynamics® Yamaha® 950 Genesis®  
LED Tail Light Installation Instructions 

Questions? Call us at:  1 (800) 382-1388    M-TH  8:30AM-5:30PM / FR  9:30AM-5:30PM EST 

10-2017 

We thank you for purchasing the Custom Dynamics® Yamaha® 950 Genesis®  
LED Tail Light. Our products utilize the latest technology and highest quality 
components to ensure you the most reliable service. We offer one of the 
best warranty programs in the industry and we back our products with ex-
cellent customer support, if you have questions before or during installa-
tion of this product please call Custom Dynamics® at 1(800) 382-1388. 

Part Number: GEN-YAM950-1157 

Package Contents: 

    - Yamaha® 120 LED Board 1157 Base 

Installation: 

1. Remove stock taillight lens by unscrewing 2 Philips 
Head screws, save screws for use in new LED tail-
light 

2. Remove stock taillight bulb. 

3. Remove stock reflector by unscrewing 2 Philips 
head screws. 

4. Route 1157 connector through opening in reflec-
tor and plug into OEM socket. 

5. Reinstall stock reflector, mounting LED board to 
reflector through two screw holes, tighten down 
both Philips head screws. 

6. Reinstall taillight lens and tighten 2 Philips head 
screws. 

7. Check operation of LED taillight in both running 
and brake modes. 

NOTE: To use as integrated taillight with a RUN/
BRAKE/TURN Controller refer to instructions for GEN-
SMART-TPU-UNV.  

1. Cut 1157 base off GEN-YAM950-1157 

2. Cap off the single Blue Wire. 

3. Connect Black to Ground wire (black) of RBT on 
the 3 wire output harness. 

4. Connect Red to Left Output wire (purple) of RBT 
on the 3 wire output harness. 

5. Connect Orange to Right Output wire (brown) of 
RBT on the 3 wire output harness. 

Fits: 2009 - 2013 Yamaha® V-Star 950 

ATTENTION 
Please read all Information below before Installation 

Warning: Disconnect negative battery cable from 

battery; refer to owner’s manual. Failure to do so may 

result in electrical shock, injury, or fire. Secure nega-

tive battery cable away from positive side of battery 

and all other positive voltage sources on vehicle.  

Safety First: Make sure the bike is parked on a level 

surface and bike’s mechanical components are cool 

to the touch. 

Warning: This product is not yet D.O.T. approved, for 

off-road or show use only.  

Disclaimer: Custom Dynamics® assumes no liability of 

any kind as a result of conversions or additions to 

your vehicle.  


