
Custom Dynamics® Standoff LED Taillight Board 

Installation Instructions 

Questions? Call us at:  1 (800) 382-1388    M-TH  8:30AM-5:30PM / FR  9:30AM-5:30PM EST 

02-2017 

We thank you for purchasing the Custom Dynamics® Standoff 

LED Taillight Board.  Our products utilize the latest  

technology and highest quality components to ensure you the 

most reliable service. We offer one of the best warranty programs 

in the industry and we back our products with excellent customer 

support, if you have questions before or during installation of this 

product please call Custom Dynamics® at 1(800) 382-1388. 

Package Contents: 

    - 136 Standoff LED board w/ 1157 base (1) 
    - 3M Promoter Ampule (1) 
    - 0.18 oz. Mini Tube Goop (1) 
    - Instructions 

Part Number:  

Fitment: All '73  - '98 Harley-Davidson models 

equipped with OEM Squareback style tail light lens 

with 1157 Bulb  

ATTENTION 
Please read all Information below before Installation 

Warning: Disconnect  negative battery cable from battery; refer to 

owner’s manual. Failure do to so may result in electrical shock, injury, 

or fire. Secure negative battery cable away from positive side of 

battery and all other positive voltage sources on vehicle.  

Safety First: Always wear appropriate safety gear including safety 

glasses when performing any electrical work. It is highly recommend-

ed that safety glasses be worn throughout this installation process.  

Be sure vehicle is on level surface, secure and cool. 

 

 

Installation: 

GEN-136-1157-STD 
1. Remove stock taillight lens by 

unscrewing the 2 Philips head 

screws.  

2. Unplug the stock 1157 bulb 

from the socket in the taillight 

base.  

3. Make sure the taillight base is 

clean and free of debris.  

4. Apply the provided 3M pro-

moter from the ampule onto 

the flat surface to each side 

of the bulb socket on the tail-

light base. Allow 3-4 minutes 

to dry. 

5. Insert base of LED board into 

socket, be sure it is properly 

oriented and fully seated. 

6. Locate the three white LEDs 

across edge of the LED 

board. Orient the board so 

these are at the top.  

7. Peel back the red lining from 

the double sided tape and 

adhere to the flat surfaces of 

the taillight base promoted in 

step 4.  

8.  Apply the supplied Goop 

around the edges of the LED 

board stands where it meets 

the taillight base for added 

security.  

9. Reapply the stock taillight 

lens using original hardware. 

10. Test taillight for run and brake 

operation. 
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