
Victory Hammer/Jackpot 2-in-1 Standard Sidemount 

Installation Instructions 

We thank you for purchasing the Custom Dynamics® Victory Hammer/

Jackpot 2-in-1 Standard Sidemount! Our products utilize the latest 

technology and high quality components to ensure you the most relia-

ble service. We offer one of the best warranty programs in the industry 

and we back our products with excellent customer support, if you 

have questions before or during installation of this product please call 

Custom Dynamics® at 1(800) 382-1388. 

Questions? Call us at:  1 (800) 382-1388    M-TH  8:30AM-5:30PM / FR  9:30AM-5:30PM EST 

00-0000SM 

Package Contents: 

    - 2-in-1 Standard Sidemount Assembly 

    - Instructions 

Tools Suggested:  

- 27mm socket (for axle nut) 

- Torque wrench 

- Wire stripper 

- blue (medium Strength) LocTite™  

Item Number: HSS09-C 

 

Our HSS09C  

sidemounts can 

be mounted either 

vertically or  

horizontally.  The 

choice is yours!  

IMPORTANT FITMENT NOTES 

The HSS09-C sidemount will fit the Victory Hammer and Jackpot 

swing arm styles shown below, which feature a teardrop shaped 

belt tension gauge.   

* All ’05-’06 Hammers and Jackpots 

* ’07 & up Hammers and Jackpots with CHROME swing arms 

which have the standard belt tension gauge. 

* ’06 & up Ness Jackpots (please see notation below regarding 

the billet axle covers which are found on all Ness Jackpots. 

Standard Hammer/Jackpot  

Hammer/Jackpot with axle cover  

The HSS09-C sidemount will mount directly on top of the stand-

ard belt tension gauge shown in the picture on the Top.  Please 

note…Ness Jackpots, and bikes which feature the chrome axle 

covers shown in the picture on the bottom require the removal 

of the left side billet axle cover and the installation of the stand-

ard Hammer/Jackpot teardrop shaped belt tension gauge 

(shown in the picture on the left) PRIOR to the installation of the 

HSS09-C sidemount.  The standard Victory belt tension gauge 

(Victory part #5247599) can be purchased separately through 

any Victory dealer.   

Step 1 

First, attach the small L-shaped bracket to the back of the 

mounting arm, using 2 allen head screws enclosed.  At-

tach the bracket as shown below.  

Installation 

Horizontal Vertical 
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00-0000SM 

Step 2 

Determine whether you will be using the bracket in its vertical, or its horizontal configuration.  Attach the backing plate to 

the mounting arm using the attached allen head screws.  Please note:  the rough side of the backing plate is the side 

where your license plate will be mounted, so attach the mounting arm to the shiny/finished side of the backing plate.  It is 

recommended that you apply a small amount of blue (medium Strength) LocTite to the screws before tightening. 

 

Step 3 

Remove the axle nut from the left side of your swing arm.  Keep the raw metal stock belt tension gauge in position, and 

install the HSS09-C mounting arm on top.  The small L-shaped bracket on the back of the mounting arm should fit over 

the stock belt tensioning bolt.  The L-shaped bracket may be adjusted or flipped if necessary.  Reinstall the axle nut and 

torque per the Victory service manual to 65 ft/lbs.  Please note that over-tightening may cause damage to the sidemount, 

and/or its finish, and will not be covered under warranty. 

 

Step 4 

If you will be installing the optional illuminated plate frame, run the wiring of the plate frame in an appropriate/desirable 

path to the stock wiring harness in the battery box area.  You may run it along the inside of the swingarm and use the 

brake line retaining bolt to clamp it in place (be careful not to pinch the wires), and back up into the battery box area.  

Once the wires are run, use the enclosed adhesive shrink wrap to make your connections permanent.  Please note that no 

soldering is necessary!  Simply remove approximately ½ inch of wire sheathing from each wire lead, slide the self adhe-

sive shrink tube over one of the wires, twist the wires together, and place the shrink tube in place over the joined wires.  

Heat gently with a heat gun or hair dryer until it shrinks in place and the adhesive joins the two wire leads together.  Allow 

it to cool before handling so the adhesive can solidify.  Please note that if any wiring is exposed after the shrink wrap is in 

place it must be covered by a suitable material (electrical tape) to prevent it from grounding out and potentially causing 

damage to the bike’s electrical system. 

 

Illuminated plate frames BLACK to any suitable ground (i.e. battery) 

Illuminated plate frames WHITE to stock wire PURPLE  

 

Step 5  

With the ignition key switch to “On”, check for proper plate illumination. 

Installation Continued 


