
Custom Dynamics® LB14 Breakout Light Bar  
Installation Instructions 

We thank you for purchasing the Custom Dynamics® Breakout 

Light Bar! Our products utilize the latest technology and high 

quality components to ensure you the most reliable service. We 

offer one of the best warranty programs in the industry and we 

back our products with excellent customer support, if you have 

questions before or during installation of this product please call 

Custom Dynamics® at 1(800) 382-1388. 

Questions? Call us at:  1 (800) 382-1388    M-TH  8:30AM-5:30PM / FR  9:30AM-5:30PM EST 

09-2016SM 

  Package Contents:  

    - LB14 Light Bar 

    - 3M Promoter Tube (1) 

    - Heat Shrink Tubing (1) 

    - Tie Wrap Bases 

    - Tie Wraps  

    - Posi-Taps (3) 

1. Remove seat from the bike. If unsure of this procedure, 

please refer to your HD service manual. Disconnect the 

Negative [ - ] battery terminal from the battery. 

2. Remove Stock Reflector from the bracket. We recommend spraying a mild solvent such as WD-40 to soften up the 

adhesive. You can also use fishing line to get in behind it to remove. Make sure all adhesive is removed and surface 

is clean. Also make sure under side of fender on right side where wires will attach is clean and free of dirt. 

3. Measure the length and height of the bracket to find your center. Mark your center and drill a 3/16” hole for the wires 

of the light bar to pass through. Make sure hole is free of burrs or sharp edges. 

4. Use the Included 3M Promoter Pack to prep the surface of the bracket. Coat the surface and allow to dry for 30-40 

seconds. 

5. Route the wires through the hole. 

6. Remove the red backing from the 3M Tape and carefully adhere to the bracket, making sure light bar is aligned and 

level. 

7. Route the wires up the  inside right side corner of the fender. Determine where to best attach and use the enclosed 

tie-wraps and mounting bases. Before attaching mounting bases, apply 3M promoter to those areas and allow to dry 

for 30-40 seconds. Make sure wires are secure and will not come in contact with the tire or any other moving parts. 

8. Route wires along the fender harness, attach with tie wraps where needed.  Follow the harness to a pair of connect-

ors. You will be tapping into the harness side of the BLACK connector, which has the running/brake/ground signals 

going in and the running light wires only going out. (See wiring diagram on back page) 

9. Using the included Posi-Tap™ connectors (see Posi-Tap instructions above), attach the connectors to the wires in 

your harness, then trim any excess wire from light bar and attach to the other end of the Posi-Tap™  connectors. 

(see wiring diagram) 

10. Reconnect the negative [ - ] battery terminal to the battery. 

11. Test operation of  LB14 light bar, running mode should be low intensity, brake should be full brightness. 
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LB14 Wire Colors 

Ground = Black 

Running = Blue 

Brake = Red 

 

Breakout Harness Side Wire Colors 

Ground = Black 

Running = Red w/ Yellow Tracer 

Brake = Blue w/ Red Tracer 

Running -  Red/Yellow Tracer 

Brake - Blue/red Tracer 

Ground - Black 

Ground - Black 

Brake - Red 

Running - Blue 

Light Bar Wires 

Main Harness  Black 3 Pin Connector 

Fender Harness  

= Posi-Tap™ Connections 

This product is designed and intended for use as auxiliary lighting only. It is NOT intended to replace any original equipment 

lighting installed on the vehicle and should not be used for that purpose.  This product must be wired so that it does not 

interfere with any original equipment lighting.  


