
Custom Dynamics® Magic Strobes™ Brake Flasher 

Installa�on Instruc�ons 

Ques�ons? Call us at:  1 (800) 382-1388    M-TH  8:30AM-5:30PM / FR  9:30AM-5:30PM EST 

02-2017 

We thank you for purchasing the Custom Dynamics® Magic Strobes™ Brake 

Flasher. Our products u�lize the latest technology and highest quality com-

ponents to ensure you the most reliable service. We offer one of the best 

warranty programs in the industry and we back our products with excellent 

customer support, if you have ques�ons before or during installa�on of this 

product please call Custom Dynamics® at 1(800) 382-1388. 

Part Numbers: MAGIC-STROBES-RT 

Package Contents: 

    - Magic Strobes™ Brake Flasher (1) 

    - Tie Wraps (5)    

 

Fitment: 2010-2017 RT (All Models) 

ATTENTION 
Please read all Informa(on below before Installa(on 

Installa�on: 

1. Remove upper fender trim panel. Panel is held in place by 8 

T25 screws. 

2. With panel removed, locate the 5-pin tail light connector on 

right side and unplug it being careful to keep track of both 

ends.  

3. Plug in right Magic Strobes™ connector. 

4. Secure Magic Strobes™ using enclosed (e wraps.  

5. Repeat Steps #2, 3 and 4 for le3 side tail light connector, plug 

in le3 Magic Strobes™ connector.  

6. Select moun(ng loca(on of Magic Strobes™ module, op(mal 

loca(on is inside the trunk.  

7. Drill small hole in trunk and route the 3 wires from Magic 

Strobes™ module back to the 3 Posi-Lock™ connectors on 

Magic Strobes™ connector harness. Seal hole. 

8. Using Posi Locks™, connect black to black, white to white and 

red to red. 

9. Secure remaining wires with (e wraps. 

10. Select desired pa9ern with power to the bike turned off.  

11. Check Opera(on.  

12. To change mode, turn bike off 

and change dial to desired 

pa9ern.  

13. Reinstall upper fender trim pan-

el with the 8 T25 screws.  

14. Check opera(on of all lights. 

Important: This module’s intended applica�on is for use 

with LED replacement signals only. DO NOT use this product 

with stock incandescent bulbs, it will not work correctly. 

Note: Module must be secured a3er installa(on. Find safe 

area away from any moving parts and out of the way of nor-

mal opera(on of the bike. Use (e-wraps or other means to 

secure. Custom Dynamics® is not liable for damage as a result 

of improperly securing or failing to secure the module. 

Note: This module will not work properly if the se>ngs in 

your BCM (body control module) have been modified from its 

stock factory configura(on. 

Cau�on: A stuck brake switch may cause this unit to overheat 

and fail. Unplug module immediately if this condi(on occurs.  


