
Questions? Call us at:  1 (800) 382-1388    M-TH  8:30AM-5:30PM / FR  9:30AM-5:30PM EST 

We thank you for purchasing the Custom Dynamics® ProBEAM® LED Turn Signal Inserts! Our LEDs offer maintenance free service and 

higher visibility. Our ProBEAM® product line utilizes the latest technology and automotive grade components to ensure the highest level 

of reliable service. Custom Dynamics® offers one of the best warranty programs and customer support in the industry. If you have any 

questions during the installation of this product please call us at 1(800) 382-1388. 

ProBEAM® JAE  

Turn Signal Insert  

Installation Instructions 

Package Contents: 

    - ProBEAM® LED Turn Signal Inserts (1 pair) 

    - ProBEAM® Bullet Lenses* (1 pair) 

    - Instructions 

Fitment:  2016-2018 Harley-Davidson®  CVO™ models   

Road Glide® Models may require removal of the outer fair-

ing to provide slack in the turn signal housing wiring.  

Installation: 

1. Remove the existing lens from 

turn signal housing. Use care in 

removing the OEM lens and 

bulbs from the housing, so as 

not to scratch or mar the chrome 

housing.  

2. Remove stock LED unit, apply 

light prying motions with screw 

driver or similar object around 

the perimeter of the light. Its easi-

er if you can get in behind the 

gasket while doing this. Once 

enough of the light is out of the 

housing, pull it free, take care as 

the wiring is still attached. 

3. Locate the tab on the end of the 

wire connector, push in and dis-

connect the connector from the 

stock LED unit.  

4. Remove the turn signal LED and 

black gasket from the housing.  

Plug replacement LED clusters 

into connector making sure they 

snap together. 

5. Twist the LED turn signal a few 

rotations to coil wiring. Lay the cluster in the housing against the gasket making sure the cluster is level and install 

new lens to prevent excess moisture or water from entering the turn signal housing (see back page). 

6. Check operation of turn signal in all modes. 

Part Numbers: PB-AW-JAE, PB-RR-JAE (Patent Pending) 

ATTENTION 
Please read all Information below before Installation 

 

CAN Bus Models: This LED product is BCM compliant. 

However,  you must run the 4 way hazard flashers for 3 

minutes to allow the BCM to sync the new load after the 

new LED turn signals are installed.  

 

PREVENTING WATER DAMAGE 
Custom Dynamics® ProBEAM® LED Turn Signals are coat-

ed with a thick layer of conformal coating which protects the 

circuit board from a normal amount of moisture or water 

damage. Follow the steps below to ensure your new 

ProBEAM® LED turn signal is installed properly to prevent 

excess moisture or water from entering the turn signal 

housing.  

1. ProBEAM® turn signals are installed with lenses pro-

vided by Custom Dynamics® included in original pack-

aging.  

2. The lens is fully seated against the turn signal housing 

when installed; there are no gaps between the turn 

signal housing and the lens all the way around the 

perimeter. 

3. The notch built into the lens is oriented towards the 

bottom of the turn signal housing.  

Custom Dynamics® is not liable for damage to product as a 

result of incorrect installation.  

*ProBEAM® LED Turn Signals are only DOT 

compliant when used with provided lenses. 

Installing these turn signals with any other 

lens may compromise DOT compliance. 


