
Custom Dynamics® TruFLEX® Raider LED Array  
Installation Instructions 

We thank you for purchasing the Custom Dynamics® TruFLEX®  

Raider LED Array! Our products utilize the latest technology and 

high quality components to ensure you the most reliable service. 

We offer one of the best warranty programs in the industry and we 

back our products with excellent customer support, if you have 

questions before or during installation of this product please call 

Custom Dynamics® at 1(800) 382-1388. 

Questions? Call us at:  1 (800) 382-1388    M-TH  8:30AM-5:30PM / FR  9:30AM-5:30PM EST 

10-2017 

  Package Contents:  

    - TruFLEX® Amber/White LED Array (1) 

    - ISO Alcohol Pad (1) 

    - 3M Promoter Pack (1) 

    - Posi-Tap™ Connectors (6) 

 

This product is designed and intended for use as auxil-

iary lighting only. It is NOT intended to replace any 

original equipment lighting installed on the vehicle and 

should not be used for that purpose. This product must 

be wired so that it does not interfere with any original 

equipment lighting.  

Installation Instructions: 

Only Perform this part of the installation when tempera-

ture is 70 degrees F or above.  

(See Figure 1 for Location) 

1. Clean area with supplied Iso-alcohol Pad, allow to 

dry for 5 minutes, then clean area with supplied 3M 

Promoter, allow to dry for 5 minutes.  

2. Test Fit LED bracket onto Triple Tree, once comfort-

able with fit, remove red 3M liner and firmly push 

LED bracket in place. Allow 3M tape to bond for 24 

hours before riding or washing the bike.  

Wiring Instructions: 

3. Confirm the wiring in your harness, the Yamaha col-

or code should be the colors listed here, if unclear, 

use a test light to confirm all functions of running 

light, left turn and right turn.  

 

Blue -  Running Light Wire 

Black -  Ground Wire 

Brown - Left Turn signal Wire 

Dark Green  - Right Turn Signal Wire 

4. Using the supplied Posi-Tap™, connect the Black 

wires from both sides of the Array to the Black with a 

white stripe in your wiring harness. 

5. Using the supplied Posi-Tap™, connect the White 

wires from both sides of the Array to the Blue wire in 

your wiring harness. 

Mount Under Triple Tree 

Figure 1 

Fits: 2014 and earlier Yamaha Raider (Not Compatible 

on 2015 or Newer Models)   
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Left Side Right Side 

Black = Ground 

White = Running 

Yellow = Right Turn 

Black = Ground 

White = Running 

Yellow = Left Turn 

Black = Ground 

Blue = Running 

Dk Green = Right Turn 

Black= Ground 

Blue = Running 

Brown = Left Turn 

Posi-Tap™  

Connectors 

Figure 2 - TruFLEX® Array Wiring Diagram 

6. Using the supplied Posi-Tap™, connect the Yellow turn signal wire from Left side of the Array to the Brown wire in 

your wiring harness. 

7. Using the supplied Posi-Tap™, connect the Yellow turn signal wire from Right side of the Array to the Dark Green 

wire in your wiring harness. 

8. Double check to make sure there are no loose wires hanging down, use tie-wraps to secure if needed. 

9. Test function of LED Array in all modes, Running, Left turn and Right Turn. The White LEDs will be on full intensi-

ty in running mode and go out when the turn signal is turned on, The amber LED’s will flash for the duration of the 

turn until they are turned off, then the white LED’s will come back on. 

10. Remember, it is recommended you allow the 3M Tape to bond for 24 hours before riding or washing the bike. 
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