
Spyder® Up & Out Mirror Extension  

Installation Instructions 

Questions? Call us at:  1 (800) 382-1388    M-TH  8:30AM-5:30PM / FR  9:30AM-5:30PM EST 

10-2017 

We thank you for purchasing the Custom Dynamics® Spyder® Up 

& Out Mirror Extension. Our products utilize the latest technology 

and highest quality components to ensure you the most reliable 

service. We offer one of the best warranty programs in the indus-

try and we back our products with excellent customer support, if 

you have questions before or during installation of this product 

please call Custom Dynamics® at 1(800) 382-1388. 

Package Contents: 

    - LED WT Assemblies (Left Side/Center/Right Side) 

    - 10-32 Button Head Cap Screw w/Washer (x5)  

Part Numbers:  

Fits: 2008-2016 RS and RS-S Models  

Note: Does not fit with BRP Touring Windshield with-

out modification to windshield.  

ATTENTION 
Please read all Information below before Installation 

Warning: Disconnect negative battery cable from battery; refer to 

owner’s manual. Failure to do so may result in electrical shock, injury, 

or fire. Secure negative battery cable away from positive side of bat-

tery and all other positive voltage sources on vehicle.  

Safety First: Make sure the bike is parked on a level surface and 

bike’s mechanical components are cool to the touch. 

Notice: This product is designed and intended for use as auxiliary 

lighting on motorcycles only. This product is NOT intended to replace 

any original equipment lighting installed on the motorcycle and should 

not be used for that purpose.  This product must be wired in such a 

fashion that it does not interfere with any original equipment lighting.  

 

Note: You will have to remove the front fairing in order to complete this 

installation. Please refer to your manufacturer’s service manual if 

unsure of this procedure. 

 

SPY-MIRROR-EXT Installation: 

1. Follow instructions in owner’s manual in section “head light bulb 

replacement” for how to remove cluster. Remove instrument 

cluster to gain access to turn signal wire connectors. 

2. Unplug connector for right turn signal from behind instruments. 

3. In order to facilitate the installation of the mirror extensions, we 

recommend removing not only the turn signal stalks, but also the 

lower mounting bracket to the cowl as well.  Remove plastic 

cover from front side of mirror base bracket and then remove the 

two screws that hold the base to the cowl.  Thread wires out 

through hole and remove bracket and mirror with stalk from 

Spyder. 

4. With mirror assembly on a suitable work surface, remove the 

torx bolt holding mirror stalk to base bracket. 

5. With torx bolt removed, pull the center bushing from mirror stalk 

in base bracket. We have found that a large “easy-out” extractor 

or a 3/8” tap lightly threaded into bushing works well to remove 

the bushing from the base bracket (see pictures 1 & 2). Unplug 

the headlight connectors and set the fairing to the side. 

NOTE:  If you would prefer cut and splice the wires using the en-

closed Posi-Lock connectors rather than remove them from the BRP 

Tyco connectors, skip to step # 11. 
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6)  The wires must be removed from each plastic connector in the 

following manner:  First notice that each connector port has a number 

on the connector (#1 and #2).  Make a note of which color wire goes 

into which number port.  This is important because if using the Street 

Magic LED turn signals, the polarity of the wires matter and BRP has 

the right and left sides wired differently. 

7)  Using a small hooked pick, remove the red locking tab from inside 

the connector by hooking it in the small holes near the top edge.  

Firmly pull it straight out.  (See picture #3) 

8)  Next, release wires from connector by using a straight pick.  Lift 

the lock tab on each connector pin.  (Note:  lock tabs for pins are 

located in connector on same side as the two outside ridges.) After 

lifting lock tabs, pull wires free from connectors. (See pictures #4,#5 & 

#6) 

Take right side mirror extension and remove the allen bolt holding the 

top cover in place.  Remove cover.  Run wires through hole in exten-

sion and then place extension onto mirror stalk, replace top cover and 

install allen bolt.   

10) Insert pins back into connector being sure to place the proper 

color wire into each position. Push pins firmly into connector until 

locked into place.  Replace red locking tab by firmly pushing into 

place inside connector.  Skip to step #12. 

11) If you have decided to cut and splice the wires:  Cut wires about 2 

inches from the connectors and run through the extension block. After 

running the wires through the block use the two of the four enclosed 

Posi-Lock connectors to splice wires. If you have any questions on 

how to use the Posi-Lock connectors, please see detailed instructions 

at http://www.posi-lock.com/posilock.html 

12) Place mirror extension into base bracket.  Replace bushing, being 

sure to align locking nubs in base bracket with locking slots on exten-

sions. Replace torx bolt and tighten in place. Due to tolerances in 

factory mirror stalk,  it may be necessary to install one or two en-

closed washers between mirror stalk and extension to ensure mirror 

will tighten completely. 

13) Run wire back into cowl area and re-plug into turn signal connect-

or from Spyder.  Install allen bolts in base bracket to hold it to cowl. 

14) Repeat procedures for left side mirror extension. 

15) When done with left side, reinstall instrument cluster and test turn 

signal operation. 

16) Adjust mirrors and check all bolts for tightness. 

Installation (Continued): 
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