
Custom Dynamics® Spyder® Turn Signal Harness 
Installation Instructions 

Questions? Call us at:  1 (800) 382-1388    M-TH  8:30AM-5:30PM / FR  9:30AM-5:30PM EST 

09-2017 

We thank you for purchasing the Custom Dynamics® Spyder® Turn Signal 

Harness. Our products utilize the latest technology and highest quality com-

ponents to ensure you the most reliable service. We offer one of the best 

warranty programs in the industry and we back our products with excellent 

customer support, if you have questions before or during installation of this 

product please call Custom Dynamics® at 1(800) 382-1388. 

Part Numbers: SPY-TS-HARN 

Package Contents: 

    - SPY-TS-HARN Wiring Adapter (2)  

   - Posi-Tap™ Connector (2)  

Fits: 2008-2012 RS & RS-S, 2010-2012 RT  

ATTENTION 
Please read all Information below before Installation 

Warning: Disconnect negative battery cable from bat-

tery; refer to owner’s manual. Failure to do so may 

result in electrical shock, injury, or fire. Secure nega-

tive battery cable away from positive side of battery 

and all other positive voltage sources on vehicle.  

Safety First: Make sure the bike is parked on a level 

surface and bike’s mechanical components are cool to 

the touch. 

Installation: 

1. Remove the instrument cluster top cover from Spyder by 

following the instructions in your Owner’s Manual. 

2. Locate the turn signal wires and trace down to the 2 wire 

weatherproof connector, then unplug. Repeat for the other 

side. Refer to the vehicle owners manual or detailed service 

manual to confirm the correct connector and verify turn sig-

nal wire with a test light or multi-meter if needed. 

Note: On some models, these connectors may be very difficult 

to locate. If you are unable to locate them, you can still install 

the harness by cutting the purple wire from 2 pin connector side 

of the provided TS harness and attach included Posi-Tap™ 

connector to the end of the purple wire, then tap into your turn 

signal wire. Be sure to confirm the correct turn signal wire be-

fore tapping. If this method is chosen, bypass step 3 and go to 

step 4. 

3. Plug in the turn signal harness in between each connector, 

match male to female and on the other end, female to male. 

Ensure connectors are secured by making sure they click.  

4. Route the Blue wire down to the location of the Amber/

White harness. Plug the turn signal wire into the A/W Har-

ness at the single pin female side with the yellow wire. 

5. Test operation of your Amber/White LED product by testing 

the running and turn signals. Your running white LEDs 

should turn off while your turn signals flash, then turn back 

on when you cancel your turn signal. 

 

 


