
Custom DynamicsÈ VictoryÈ 2-in-1 Standard Side Mount  

Installation Instructions 

We thank you for purchasing the Custom DynamicsÈ VictoryÈ 2-in-

1 Standard Side Mount! Our products utilize the latest technology 

and high quality components to ensure you the most reliable ser-

vice. We offer one of the best warranty programs in the industry 

and we back our products with excellent customer support, if you 

have questions before or during installation of this product please 

call Custom DynamicsÈ at 1(800) 382-1388. 

Questions? Call us at:  1 (800) 382-1388    M-TH  8:30AM-5:30PM / FR  9:30AM-5:30PM EST 

10-2017 

Package Contents: 

    - VictoryÈ 2-in-1 Side Mount 

    - Instructions 

Part Number: VSS09C/VSS09BL 

 

Installation: 

Our VSS09C/VSS09BL side mounts can 

be mounted either vertically or horizontally.  

The choice is yours! 

This side mount is designed to fit the two swing arm 

styles pictured below.   

Recessed oval shaped belt tension washer  

Square belt tension washer (used from �¶����-�µ�������� 

Step 1 

Prior to beginning installation, determine whether you 

will be using the bracket in it�¶s vertical, or it�¶s horizontal 
configuration. Attach the backing plate to the mounting 

arm using the attached allen head screws. Please note:  

the rough side of the backing plate is the side where 

your license plate will be mounted, so attach the mount-

ing arm to the shiny/finished side of the backing plate.  

It is recommended that you apply a small amount of 

blue (medium Strength) thread lock to the screws be-

fore tightening. 

Vertical Horizontal 

Remove the axle nut and oval (or square) shaped belt 

tensioning washer. Our side mount includes a built-in belt 

tension washer, so use of that stock piece is no longer 

required. Install our side mount and the red fiber washer 

included in your kit in order to protect the finish of the 

side mount when tightening down the axle nut. Reinstall 

the axle nut and torque per the VictoryÈ Service Manual 

to 65 foot/pounds. Please note that over-tightening may 

also cause damage to your side mount, and/or it�¶s finish, 
and will not be covered under warranty. 

Fits: 2003 - 2016 VictoryÈ VegasÈ, 2006 - 2016 Vegas 8-

BallÈ, 2012 - 2016 High-BallÈ, 2015 - 2016 Gunner 2004 - 

2015 Kingpin, Kingpin Deluxe, Kingpin Tour, Kingpin 8-

Ball, and 2013- 2014 Boardwalk, 2007 - 2015 Jackpots 

with Painted Swingarms  


