
Custom Dynamics® Yamaha Cruiser LED Turn Signals  

Installation Instructions 

Questions? Call us at:  1 (800) 382-1388    M-TH  8:30AM-5:30PM / FR  9:30AM-5:30PM EST 

10-2017 

We thank you for purchasing the Custom Dynamics® Yamaha® 

Cruiser LED Turn Signals Our products utilize the latest technology 

and high quality components to ensure you the most reliable ser-

vice. We offer one of the best warranty programs in the industry and 

we back our products with excellent customer support, if you have 

questions before or during installation of this product please call 

Custom Dynamics® at 1(800) 382-1388. 

Package Contents: 
    - Genesis® LED Clusters with 1157 or 7507 Base (1 pair) 

    - Instructions 

Part Number:    Front: YAM13-A-1157E3-T, 

YAM13-W-1157E2-T or YAM13-AW-1157-T 

Rear: YAM13-R-7507-T, YAM13-A-7507-T or 

YAM13-AR2-7507-T 

Fits:  All Yamaha V-Star 1300 & 950 models with 1157 (front) and 

7507 (rear) bulb base  

Does Not Fit: Yamaha V Star 1100 & 650 

ATTENTION 

YAM13-A-1157E3-T  YAM13-W-1157E2-T   YAM-AW-1157-T 

Important: Dielectric grease does not need to be used with this 

LED product, it can actually prevent them from working. Remove 

any excess from your turn signal sockets before inserting. 

Note: Make sure you have the orientation correct before inserting 

the base. If it seems hard to twist in the socket, it is probably in the 

wrong way. 

Note: If you experience issues with function, clean the bottom con-

tacts, then re-insert. Also try in the other turn signal socket. 

NOTE: These products are designed for dual intensity front turn sig-

nal fitment only. They will not function properly in the rear.  

Instructions 
 
1. Remove lens from turn signal housing. 

 
2. Remove bulb from turn signal housing. 

 
3. Be sure contacts are clean. 

 
4. Insert base of LED cluster into housing making sure that the 

alignment notches on the sides are properly oriented and fully 
seated. 
 

5. Twist cluster to coil wire and insert cluster into housing. 
 

6. While holding cluster in place, Re-install the turn signal housing 
lens.  

NOTE: This product is designed for Rear turn signal fitment only.  

Instructions: 
1. Remove the turn signal lenses and bulb from the housing.  

2. Drill an 1/8” hole in reflector or turn signal housing to feed wires through. 

3. Route the orange and red wires through the turn signal housing to the 

taillight. Repeat for other turn signal housing. 

4. Reassemble turn signal housing and plug7507 base into socket. Mount 

turn signal housings back to bike. 

5. Pull wires from Dynamic Clusters back through taillight baseplate. Twist 

cluster/wires to secure into housing and pop the lens back on. Repeat 

for other turn signal housing. 

5. Connect orange wires to running light power source. 

6. Connect red wires to brake light power source. 

7. Reinstall Lenses. 

8. Check Operation in all modes, running, brake, and turn. 

YAM13-R-7507-T   YAM13-A-7507-T 

Instructions 
 
1. Remove lens from turn signal housing. 

 
2. Remove bulb from turn signal housing. 

 
3. Be sure contacts are clean. 

 
4. Insert base of LED cluster into housing making sure that the alignment 

notches on the sides are properly oriented and fully seated. 
 

5. Twist cluster to coil wire and insert cluster into housing. 
 

6. While holding cluster in place, Re-install the turn signal housing lens.  
 

NOTE: This product is designed for Rear turn signal fitment only.  

YAM13-AR2-7507-T 


