
Yamaha Stryker TruFLEX® Day Time  
Running Lights Installation Instructions 

Questions? Call us at:  1 (800) 382-1388    M-TH  8:30AM-5:30PM / FR  9:30AM-5:30PM EST 

02-2017 

We thank you for purchasing the Custom Dynamics® Yamaha Stryker TruFLEX® 

Day Time Running Lights. Our products utilize the latest technology and high-

est quality components to ensure you the most reliable service. We offer one 

of the best warranty programs in the industry and we back our products with 

excellent customer support, if you have questions before or during installa-

tion of this product please call Custom Dynamics® at 1(800) 382-1388. 

Part Numbers: YSDRL 

Package Contents: 
    - Yamaha Stryker TruFLEX® Day Time Running Light (1) 

    - Posi-Tap® Connector (4) 

 

Fitment:  2014 and earlier Yamaha Stryker’s   

ATTENTION 
Please read all Information below before Installation 

Warning: Disconnect negative battery cable from 

battery; refer to owner’s manual. Failure to do so may 

result in electrical shock, injury, or fire. Secure nega-

tive battery cable away from positive side of battery 

and all other positive voltage sources on vehicle.  

Safety First: Make sure the bike is parked on a level 

surface and bike’s mechanical components are cool 

to the touch. 

Notice: This product is designed and intended for use 

as auxiliary lighting on motorcycles only. This product 

is NOT intended to replace any original equipment 

lighting installed on the motorcycle and should not be 

used for that purpose.  This product must be wired in 

such a fashion that it does not interfere with any orig-

inal equipment lighting.  

Installation: 

1. Remove headlight by taking out the two headlight ring holding 
screws. 

2. Remove metal deflector bracket from bottom side of lower 
triple tree.  

3. Mount DRL bar on the bottom side of deflector and reinstall on 
to lower triple tree, and reinstall DRL and deflector onto lower 
triple tree.  

4. Run wire from DRL along wire running from turn signal into 
head light shell. Using zip ties to hold in place. 

5. Using ether the left set or right set of wires going to the turn 
signals use the supplied Posi-Tap® connectors to tap into the 
wires as follows:  

        White to Blue, Black to Black 

6. Turn on ignition to test operation  

7. Reinstall headlight. 


